1955-1959 Chevrolet Pick-up Truck
GETTING STARTED: SOME RECOMMENDATIONS
PLEASE TRY OUR WAY FIRST!

Note: This system is designed with built in adjustments to fit in 1955-59
Chevrolet pickup truck. If, as you are installing it, you think that you need to
modify the parts supplied (except as noted), you are doing something wrong.
Please reread the instructions or call us (1-800-686-1955) before proceedinq
For technical questions, etc., please contact us directly!
Please familiarize yourself with the instructions and drawings that are included. Note that the kit does
not include the outside chrome escutcheons (trim bezels) which cover the pivot posts in the cowl.
These escutcheons include the washer nozzles which often need to be replaced. We carry these
escutcheons.

(You will be working under the dash in an area of your vehicle, which contains its greatest
concentration of electrical wiring.)

.
o
o
.
.
o
o
.

Remove the ashtray, radio and glove box
(the two screws at the top / middle secure the door latch only and do not need to be removed ).
Dismantle the original wiper system. SAVE ALL OF THE ORIGINAL PARTS.

Remove the octagonal nuts from the pivot shafts with a 12 -point 3/4" wrench. Save for later use.
Remove the rubber hoses from the squirter nozzle tubes at the right and left hand escutcheons.
Separate the right and left-hand drive links from the drive pins on the originalwiper motor.
Remove the right and left-hand pivot post and link assemblies.
Remove the stock wiper knob and switch from the dashboard.
(Keep the knob for use with the Raingear system.)
Remove the originalwiper motor.
All motors (1955-59) are attached with two fasteners on the underside of the dashboard sheet metal,
the '55-57 has one lower motor brace forward to the firewall and the '58-59 uses fwo braces.
o PRE-ASSEMBLY

.

lf you are planning to install a windshield washer pump and reseruoir, you will need to shorten the
copper squirter -nozzle tube on the right hand escutcheon to about 7/8" to 1" long.
See illustration.
. Pre-assemble the links to the pivot shafts. The links are made with one end extended about 2"
beyond the mounting hole location. This longer "bent" end is attached to the pivot posts. The
bushings must be installed correctly oriented to the pivot post and link as shown in the illustration.
They are made to be a very tight fit in the link,
. Pre-wire the switch to the motor as shown in the wiring diagram for your switch.

oINSTALLATIONo

o
o
.
.
.
.
.

lnstall the passenger side pivot post and link with the rubber gasket on the inside of the cowl, and
the pivot post oriented in the upper quadrant (10 o'clock to 2 o'clock ) with the outside escutcheon
and hex nut included or the original octagonal nut. See illustration.
lnstall driver's side pivot post similarly but with the pivot post oriented in the lower quadrant
(4 o'clock to 8 o'clock). IMPORTANT: You must orient the pivot posts correctly, or you will wipe
the hood of your truck instead of the windshield!
lf you are installing a windshield washer system you should install the rubber tubing to the copper
escutcheon pipes at this time.
lnstall two of the brass spacers through the rubber grommets in the motor assembly and the third
one through the grommet in the support bracket.
Place the motor (with the two grommets oriented upwards and the motor forward), align the
bracket with the mounting holes under the dash and fasten with two 114-20x518" hex bolts and
washers.
Loosely attach the support bracket to the motor bracket as shown and align the grommet on the
motor brace with the nut plate on the firewall. Secure with 114-20 bolts as shown.
Push the motor fonruard until it almost touches the firewall, and secure all of the bolts with the
motor about 1/8" to 114" away from the firewall so it can't rattle.

The drive arm on the motor should be in the parked position at about 9 o'clock (pointing to the left of
the vehicle. ) lf you want to confirm that it is in the parked position you can wire the motor and switch
at this time, turn it on and then off. lt will stop suddenly in the parked position.

.

Again checking to make sure that the passenger side pivot post is oriented at about 10 o'clock
and the drivers side pivot post is oriented at about 8 o'clock, attach the two links to the motor
making sure that the bushings are oriented correctly, as shown in the illustration.

Be certain that the rubber hoses from the escutcheons are routed and secured away from the path of
levers and links.

o

lnstall wiper switch using chrome bezel nut supplied and your original control knob.
NOTE: lntermittent switch must have ground wire secured or intermittent function will not

work correctly.

.
.
o

Connect the red wire to a 5 amp fused source controlled by the ignition switch. You cannot use a

battery charger to test the system.
Wire and test operation at this time. Turn the motor off so that it is parked.
lnstall wiper arms and blades.

It may be necessary to fine-tune the park position on some vehicles by adjusting the position of the
main crank arm on the motor assembly. Use an adjustable wrench to hold the crank arm from turning
while loosening the 112" nut securing it to the motor. The crank arm should be loose enough on the
motor shaft that you can move the wiper arms without any resistance from the motor. Place the wiper
arms in the parked position. The crank arm should be approximately 5 degrees below the I o'clock
position. Tighten the crank arm nut carefully, again using a wrench to hold the crank arm, and make
absolutely certain it cannot turn the motor shaft as the nut is tightened.
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1955-1959 Ghevrolet Pick-up Truck
GETTING STARTED: SOME RECOMMENDATIONS
PLEASE TRY OUR WAY FIRST!

Note: This system is designed with built in adjustments to fit in 1955-59
Ghevrolet pickup truck. lf, as you are installing it, you think that you need to
modify the parts supplied (except as noted), you are doing something wrong.
Please reread the instructions or call us (1-800-686-19551 before proceedinq
For technical questions, etc., please contact us directly!
Please familiarize yourself with the instructions and drawings that are included. Note that the kit does
not include the outside chrome escutcheons (trim bezels) which cover the pivot posts in the cowl.
These escutcheons include the washer nozzles which often need to be replaced. Raingear carries
these escutcheons. See our website at RaingearWipers.com or give us a call.

First:

UISUTJNNEU

I YUUF( BATTERY

(You will be working under the dash in an area of your vehicle, which contains its greatest
concentration of electrical wiring.)

.

Remove the ashtray, radio and glove box
(the two screws at the top/middle secure the door Iatch only and do not need to be removed ).

.

Dismantle the originalwiper system. SAVE ALL OF THE ORIGINAL PARTS.

.
.
.
.
o

Remove the octagonal nuts from the pivot shafts with a 12 -point 3/4" wrench. Save for later use.
Remove the rubber hoses from the squirter nazzle turbes at the right and left hand escutcheons.
Separate the right and left-hand drive links from the drive pins on the originalwiper motor.
Remove the right and left-hand pivot post and link assemblies.
Remove the stock wiper knob and switch from the dashboard.
(Keep the knob for use with the Raingearsystem.)
. Remove the originalwiper motor.
All motors (195*59) are attactted with two fasteners on the underside of the dashboard sheet metal,
the '55-57 has ane lower motor brace forward ta the firewall and the '58-59 uses fwo braces.

. PRE-AS$EMBLY r
If you are planning to install a windshield washer purnp and reseruoir, you wiil need to shorten the
copper squirter -nozzle tube on the right hand escutcheon to about 7/8" to 7" long.
See illustration.
. Pre-assemble the links to the pivot shafts. The links are rnade with one end extended about 2"
beyond the mounting hole location. This longer "benf'end is attached to the pivot posts. The
bushings must be installed correctly oriented to the pivot post and tink as shown in the illustration.
They are made to be a very tight fit in the link"
. Pre-wire the switch to the motor as shown in the wiring diagram for your switch.

.INSTALLATIONT

.

lnstall the passenger side pivot post and link with the rubber gasket on the inside of the cowl, and
the pivot post oriented in the upper quadrant (10 o'clock to 2 o'clock ) with the outside escutcheon
and hex nut included or the original octagonal nut. See illustration.
lnstall driver's side pivot post similarly but with the pivot post oriented in the lower quadrant
(4 o'clock to I o'clock). IMPORTANT: You must orient the pivot posts cornectly, or you willwipe
the hood of your truck instead of the windshield!

.
.
.
o
.
o

lf you are installing a windshield washer system you should install the rubber tubing to the copper
escutcheon pipes at this time.
lnstall two of the brass spacers through the rubber grommets in the motor assembly and the third
one through the grommet in the support bracket.
Place the motor (with the hnro grommets oriented upwards and the motor forvvard), align the
bracket with the mot^rnting holes under the dash and fasten witl'r two 114-24x518" hex bolts and
washers.
Loosely attach the support bracket to the motor bracket as shown and align the grommet on the
motor brace with the nut plate on the firewall. Secure wrth 114-20 bolts as shown,
Push the motor fonsard until it almost touches the firewall, and secure all of the bolts with the
motor about 1/8" to 114" away fronn the firewall so it can't rattle"

The drive arm on the motor shauld be in the parked position at about I o'clack (pointing to the left of
the vehicle. ) lf you want to confirm that it is in the parked position yau can wlre the motor and sw[tch
at this time, turn it on and then off. lt wilt stop suddenly in the parked position.

.

Again checking to make sure that the passenger side pivot post is oriented at about 10 o'clock
and the drivers side pivot post is oriented at about I o'clock, attach the two links to the motor
making sure that the bushings are oriented correctly, as shown in the illustration.

Be certain that the rubber hoses from the escutcheans are rauted and secured away from the path of
levers and links.

r

lnstall wiper switch using chrome bezel nut supplied and your original control knob.
NOTE: lntermittent switch must have ground wire secured or intermittent function

will not

work correctly.

.

Connect the red wire to a 5 amp fused source controlled by the ignition switch. You cannot use a

o
.

battery charger to test the system,
Wire and test operation at this time. Turn the motor off so that it is parked.
lnstallwiper arms and blades.

It may be necessary to fine-tune the park position on some vehicles by adjusting the position of the
main crank arm on the motor assembly. Use an adjustable wrench to hold the crank arm from turning
while loosening the 1l2" nut securing it to the motor. The crank arrn should be loose enough on the
motor shaft that you can move the wiper arms without any resistance from the motor. Place the wiper
arms in the parked position. The crank arm should be approximately 5 degrees below the 9 o'clock
position. Tighten the crank arm nut carefully, again using a wrench to hold the crank arm, and make
absolutely certain it cannot turn the motor shaft as the nut is tightened.
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